
SX Explosion 
Proof Motors

Features
• Economical, electrically powered explosion	
   proof/flameproof motors.
• Dual speed for precise fluid dispensing.
• Thermal and current overload protection.
• Rugged double wall aluminum motor 	     	
   housing provides superior cooling and low 	
   fan noise.
• IP55 design provides superior protection in 	
   corrosive, damp, or unclean enviroments.
• Lightweight design at 6.6lbs/ 3kg.
• Rated for continuous use to allow multiple 	
   containers to be emptied in succession.
• Built in grounding lug bonds the motor, 	
   pump tube, and container to safely dis-      	
   charge static electricity.
• 12-ft (3.66 m) cord provides easy reach to 	
   outlets.
• Available on all EF Series pump tubes. Requires 	
  use of select EFS models or Static Protection Kit 	
  for flammables/combustible liquids. 

DRUM/BARREL PUMPS
SX SERIES DRUM PUMP MOTORS

FINISH THOMPSON  PUMPING SOLUTIONS AROUND THE WORLD finishthompson.com

Specifications

SPECIFICATIONS MODEL S1X MODEL S2X MODEL S2X-HT

Nominal Voltage 115 Volts 230 Volts 230 Volts

Frequency 60 Hz 50/60 Hz 50/60 Hz

Rated Amps 1.8 Amps 0.9 Amps 0.9 Amps

Input Power 210 Watts 210 Watts 210 Watts

Duty Cycle Continuous Continuous Continuous

RPM (low / high speed) 9,000 / 14,000 9,000 / 14,000 9,000 / 14,000

Max Flow 17.0 GPM (64 l/m) 17.0 GPM (64 l/m) 17.0 GPM (64 l/m)

Max Head 20 ft. (6m) 20 ft. (6m) 20 ft. (6m)

Enclosure Explosion-Proof, 
Flameproof, IP55 

(TEFC)

Explosion-Proof, 
Flameproof, IP55 

(TEFC)

Explosion-Proof, 
Flameproof, IP55 

(TEFC)

Certifications Class I, Div. 1, Gr D, T3 
Tamb: -20°C to +40°C

II 2G Ex db IIB T5 Gb 
-20°C≤Tamb≤40°C

II 2G Ex db IIB T4 Gb   
-20°C≤Tamb≤60°C

*Static sparking can cause an explosion. Always follow NFPA77 and CLC/TR 60079-32-1 guidelines for control of static electricity and proper grounding methods.
NOTE:  ATEX compliance requires use of a Static Protection Kit or conductive hose with orifice spout and grounding wire.



Part Number Description

108287 Wall mount hanger with mounting hardware.

Hanger

• Durable, corrosion resistant nylon

• Holds any EF Series pump tube

DRUM/BARREL PUMPS
SX DRUM PUMP MOTORS

FINISH THOMPSON INC. - HEADQUARTERS	
921 Greengarden Road  |  Erie, PA 16501	
800.934.9384  | ph 814.455.4478  | fx 814.455.8518
email sales@finishthompson.com  	

FINISH THOMPSON INC. - EUROPE CENTER
Otto-Hahn-Strasse 16 |  Maintal, D-63477 Germany
49 (0)6181-90878-0  | fx 49 (0)6181-90878-18
email europecenter@finishthompson.com 

finishthompson.com              Rev0 10/16/2025

Maximum Performance Limits 

High Speed Motor Setting

If specific gravity is:
Viscosity cannot 

exceed:

1.0 300 cP
1.1 300 cP
1.2 125 cP
1.6 1 cP

Low Speed Motor Setting

If specific gravity is:
Viscosity cannot 

exceed:
1.0 100 cP
1.2 75 cP
1.6 1 cP

Accessories
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S1/S2/S3/S1X/S2X Motors - High Speed

S1/S2/S3/S1X/S2X Motors - Low Speed

Note:  All testing was performed with water at 68oF.  Actual performance can vary 
by +/- 10%.  Actual performance will decrease with increased fluid viscosity and spe-
cific gravity. Viscosity and performance are based on electric motor at high speed.

Viscosity 100 cP 200 cP 300 cP

Max. Flow 7 gpm 27 lpm 5 gpm 19 lpm 3.7 gpm 14 lpm

Max. Head 16 feet (4.9 m)


